
MATERIALIEN & FARBEN B"ROST"HLE
Materials and colours for of®ce chairs | Mat"riaux & coloris si#ges de bureau | Materialen & kleuren kantoorstoelen



CLASSIC

PREISGRUPPE 1  Price category 1 | Cat!gorie de prix 1 | Prijscategorie 1

CL85 schwarz | black
  noir | zwart

CL62 bordeaux | bordeaux
 bordeaux | bordeaux

| D | 100% Polyacryl | E | 100% Polyacryl | F | 100% Polyacrylique | NL | 100% Polyacryl

CL75 grau meliert  | mottled grey
 gris marbr! | grijsgem#leerd

FLEX | D | 100% Polyester | E | 100% Polyester | F | 100% Polyester | NL | 100% Polyester

FL85 schwarz | black
  noir | zwart

FL60 rot  | red
  rouge | rood

FL75 dunkelgrau | dark grey
 gris fonc! | donkergrijs

FL82 dunkelblau | dark blue
  bleu fonc! | donkerblauw

FL80 blau | blue
  bleu | blauw

CL80 dunkelblau | dark blue
 bleu fonc! | donkerblauw

  Price category 1 | Cat!gorie de prix 1 | Prijscategorie 1   PREISGRUPPE 1

FL34 hellgr$n | bright green
   vert clair | lichtgroen 

FL55 orange | orange
 orange | oranje

SIENA

SI85 schwarz | black
 noir | zwart

SI60 rot  | red
 rouge | rood

SI61 rot-punkt  | dotted red  
 pointill! rouge | rood punt

SI86 schwarz-punkt  | dotted black  
 pointill! noir | zwart punt

SI73 grau-punkt | dotted grey
 pointill! gris | grijs punt

| D | 100% Polyester Trevira CS | E | 100% Polyester Trevira CS | F | 100% Polyester Trevira CS | NL | 100% Polyester Trevira CS

SI72 grau | grey
  gris | grijs

SI81 dunkelblau | dark blue 
 bleu fonc! | donkerblauw

SI80 blau | blue
 bleu | blauw

SI83 blau-punkt | dotted blue
 pointill! bleu | blauw punt

SI84 dunkelblau-punkt | dotted
  dark blue | pointill! bleu fonc!
  donkerblauw punt

EXTREME | D | 100% Trevira CS | E | 100% Trevira CS | F | 100% Trevira CS | NL | 100 % Trevira CS

EX83 dunkelblau | dark blue
    bleu fonc! | donkerblauw

EX75 grau | grey
  gris | grijs

EX77 anthrazit | anthracite
 anthracite | antraciet 

EX85 schwarz | black
  noir | zwart

EX82 k&nigsblau | royal blue
 bleu royal | koninklijk blauw

EX80 blau | blue
  bleu | blauw

EX60 rot  | red
 rouge | rood

EX37 petrol | petrol
  p!trol | petrol 

CL92 grau meliert leitf'hig  
 grey mottled conductive  
 gris mouchet! conductible 
 grijs gem#leerd geleidend

CL93 blau leitf'hig | blue 
 conductive | bleu conduc-
 tible | blauw geleidend

CL91 schwarz leitf'hig | black 
 conductive | noir conduc-
 tible | zwart geleidend

leitf'hig | conductive 

conductible | geleidend

EX24 hellbraun | bright brown
  brun clair | lichtbruin

EX52 gelb | yellow
 jaune | geel

EX34 hellgr$n | bright green
   vert clair | lichtgroen 

EX02 weiss | white
 blanc | wit

EX54 hellorange | bright orange
  orange clair | lichtoranje

EX63 violett | violet
 violet | violet

EX65 lila | mauve 
 mauve | lila
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| D | 59% Polyester / 41% Polyacryl | E | 59% Polyester / 41% Polyacryl | F | 59% Polyester / 41% Polyacryl 
| NL | 59% Polyester / 41% Polyacryl

DU71 grau-uni  | solid grey
 gris uni | grijs uni

DU84 dunkelblau-punkt | dotted dark
  blue | pointill! bleu fonc!  
    donkerblauw  punt

PREISGRUPPE 2  Price category 2 | Cat!gorie de prix 2 | Prijscategorie 2

DURBAN

DU80 blau-punkt | dotted blue
 pointill! bleu | blauw punt

DU00 weiss-punkt | dotted white
 pointill! blanc | wit punt

FAME | D | 95% Kammgarnwolle / 5% Polyamid | E | 95% worsted wool/ 5% polyamide | F | 95% laine vierge peign!e/ 5% polyamide 
| NL | 95% wolen kamgaren / 5% polyamide

DU83 hellblau-uni | solid bright blue
  bleu clair uni | lichtblauw uni

DU81 blau-uni | solid blue
  bleu uni | blauw uni

DU85 dunkelblau-uni | solid dark blue
 bleu fonc! uni | donkerblauw uni

DU87 schwarz-uni | solid black
  noir uni | zwart uni

DU01 weiss-uni | solid white
 blanc uni | wit uni

DU82 hellblau-punkt | dotted bright  
 blue |  pointill! bleu clair | licht-  
 blauw punt

DU86 schwarz-punkt | dotted black   
 pointill! noir | zwart punt

DU70 grau-punkt | dotted grey
  pointill! gris | grijs punt

FA85 schwarz | black
 noir | zwart

FA75 dunkelgrau | dark grey
 gris fonc! | donkergrijs

FA82 dunkelblau | dark blue 
 bleu fonc! | donkerblauw

FA00 wollweiss | wool white
 blanche laine | wolen wit

leitf'hig | conductive 

conductible | geleidend

  Price category 2 | Cat!gorie de prix 2 | Prijscategorie 2  PREISGRUPPE 2

DIGITAL

DI80 blau | blue
 bleu | blauw

DI77 dunkelgrau | dark grey
 gris fonc! | donkergrijs

| D | 100% Trevira CS | E | 100% Trevira CS | F | 100% Trevira CS | NL | 100% Trevira CS

DI85 schwarz | black
 noir | zwart

DI60 rot | red
 rouge | rood

FA24 hellbraun | bright brown
  brun clair | lichtbruin

FA28 braun | brown
  brun | bruin

FA55 orange | orange
 orange | oranje 

FA60 rot | red
 rouge | rood

FA62 bordeaux | bordeaux
 bordeaux | bordeaux

FA40 dunkelgr$n | dark green
 vert fonc! | donkergroen

FA37 petrol  | petrol
   p!trol | petrol

FA80 blau | blue
 bleu | blauw

DU91 schwarz leitf'hig | black 
 conductive | noir conductible 
 zwart geleidend

DU92 grau leitf'hig | grey conductive 
  gris conductible 
 grijs geleidend

DU93 blau leitf'hig | blue conductive 
 bleu conductible 
 blauw geleidend

DI01 natur | natural 
 nature | natuur

DI24 hellbraun | bright brown
  brun clair | lichtbruin

FA65 lila | mauve
 mauve | lila

FA53 mais | maize 
 ma(s | ma)skleurig

FA36 mittelgr$n | medium green 
 vert moyen | middelgroen

4 5



PREISGRUPPE 2  Price category 2 | Cat!gorie de prix 2 | Prijscategorie 2

GAJA | D | 100% Kammgarnwolle | E | 100% worsted wool | F | 100% laine vierge peign!e | NL | 100% wolen kamgaren

GA85 schwarz | black
 noir | zwart

GA75 dunkelgrau | dark grey
 gris fonc! | donkergrijs

GA77 anthrazit | anthracite
 anthracite | antraciet

GA82 dunkelblau | dark blue 
 bleu fonc! | donkerblauw

GA62 bordeaux | bordeaux
 bordeaux | bordeaux

GA33 grasgr$n | grass green
 vert herbe | grasgroen

GA37 petrol | petrol
 p!trol | petrol

LEOPARD | D | 100% Polyester | E | 100% Polyester | F | 100% Polyester | NL | 100% Polyester

LP02 weissl | white
 blanc | wit

LP72 hellgrau | bright grey
 gris clair | lichtgrijs

LP77 anthrazit  | anthracite
 anthracite | antraciet

LP85 schwarz | black
   noir | zwart

DECOVIN CONTRACT| D | Ober¯'che 89% PVC-Compound, Tr'ger 11% PE/CO |  E | Surface 89% PVC-Compound, Support 11 % PE/CO 
| F | Surface 89% PVC-Compound, Support 11% PE/CO | NL | Afwerkingslaag 89% PVC-Compound, Drager 11 % PE/CO

DC61 rost  | rust
   rouille | roest

DC30 dunkelbraun | dark
 brown | brun fonc! 
 donkerbruin

DC77 anthrazit | anthracite
 anthracite | antraciet

DC85 schwarz | black
   noir | zwart

DC82 dunkelblau | dark blue
  bleu fonc! | donkerblauw

GA66 blaulila | blue-mauve  
 lilas bleu | blauwpaars

GA63 violett | violet 
 violet | violet

BRISBANE

BR82 blau | blue
 bleu | blauw

BR60 rot | red
 rouge | rood

| D | 100% Wolle | E | 100% wool | F | 100% laine | NL | 100% wol

BR77 dunkelgrau | dark grey
  gris fonc! | donkergrijs

BR85 schwarz | black
   noir | zwart

  Price category 3 | Cat!gorie de prix 3 | Prijscategorie 3  PREISGRUPPE 3

leitf'hig | conductive 

conductible | geleidend

SINGAPORE | D | 52% PA / 42% PES / 6% AC | E | 52% PA / 42% PES / 6% AC | F | 52% PA / 42% PES / 6% AC | NL | 52% PA / 42% PES / 6% AC

SG85 schwarz | black
 noir | zwart

SG77 anthrazit  | anthracite
 anthracite | antraciet

SG82 dunkelblau | dark blue
 bleu fonc! | donkerblauw

SG55 orange | orange
 orange | oranje

SG63 bordeaux | bordeaux
 bordeaux | bordeaux

SG02 weiss | white
 blanc | wit

TORONTO | D | 64% Wolle / 36% Ramie Jacquardgewebe | E | 64% wool / 36% ramie jacquard fabric  | F | 64% laine / 36% ramie tissu jacquard  
| NL | 64% wol / 36% ramie jacquardweefsel

TT82 blau | blue
 bleu | blauw

TT60 rot | red
 rouge | rood

TT35 gr$n | green
 vert | groen

 Climatex Lifecycle TM

TT85 schwarz | black
  noir | zwart

BR93 blau leitf'hig | blue conductive 
 bleu conductible 
  blauw geleidend

BR92 dunkelgrau leitf'hig | dark 
 grey, conductive | gris fonc! 
 conductible | donkergrijs 
 geleidend

BR91 schwarz leitf'hig | black 
 conductive | noir  conductible 
 zwart geleidend
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COMFORT

PREISGRUPPE 4  Price category 4 | Cat!gorie de prix 4 | Prijscategorie 4

| D | 88% Polyester / 12% Polyurethane |  E | 88% polyester / 12% polyurethane  | F | 88% Polyester / 12% Polyur!thane  
| NL | 88% polyester / 12% polyurethaan

 Price category SW | Cat!gorie de prix SW | Prijscategorie SW PREISGRUPPE SW

STRICKGEWEBE

SW90 orange | orange
 orange | oranje

| D | 100% Polyester | E | 100% Polyester | F | 100% Polyester | NL | 100% Polyester

CO85 schwarz | black
 noir | zwart

CO77 anthrazit | anthracite
   anthracite | antraciet

CO82 dunkelblau | dark blue
 bleu fonc! | donkerblauw

CO80 blau | blue
 bleu | blauw

CO62 bordeaux | bordeaux
 bordeaux | bordeaux

CO60 rot  | red
 rouge | rood

SW81 dunkelblau | dark blue
 bleu fonc! | donkerblauw

SW85 schwarz | black
 noir | zwart

SW71 dunkelgrau | dark grey
 gris fonc! | donkergrijs

SW70 hellgrau | bright grey
  gris clair | lichtgrijs

SW60 rot | red
  rouge | rood

SW80 blau | blue
  bleu | blauw

SW41 gr$n | green
 vert | groen

CO55 orange | orange
 orange | oranje

CO28 braun | brown
  brun | bruin

CO38 t$rkis | turquoise
 turquoise  | turkoois 

CO34 hellgr$n | bright green
   vert clair | lichtgroen 

CO70 hellgrau | bright grey
  gris clair | lichtgrijs

CO00 weiss | white
 blanc | wit

S*NTIS

 Price category leather / Cat!gorie de prix cuir / Prijscategor y leer PREISGRUPPE LEDER

| D | 100% Semi-Anilin Leder | E | 100% Semi-aniline leather | F | 100% Cuir semi-aniline | NL | 100% Semi-anilinleer

LS23 whisky | whisky
 whisky | whisky

LS09 sand | sandy
 sable | zand

LS30 mokka | mocha
 moka | mocca

LS85 schwarz | black
 noir | zwart

LS72 grau | grey
 gris | grijs

LS70 perlgrau | pearl grey
 gris perle | parelgrijs

LS65 rubin | ruby
  rubis | robijn

LS60 rot | red
  rouge | rood

LS78 blau | blue
 bleu | blauw

LS02 weiss | white
  blanc | wit

CO25 mittelbraun  | medium brown 
 brun moyen | middelbruin

CO66 blaulila | blue-mauve
 lilas bleu | blauwpaars 

CO61 rosa | pink 
 rose | roze
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KUNSTSTOFF-TEILE  plastic parts | pi+ces synth!tique | kunststof ond erdelen

OBERFL#CHEN Surfaces | Finitions | Oppervlakken

METALL-TEILE  metal parts | pi+ces m!talliques | metalen onderde len

AM anthrazit-metallic  | anthracite 
 metallic | anthracite m!tallis!  
 antraciet-metallic 

SI silber | silver  
 argent | zilver

SW schwarz | black
 noir | zwart

PO  poliert  | polished 
FP poli | gepolijst

CR verchromt  | chromed 
 chrom! | verchroomd

PW  perlweiss | pearl white 
 gris perle | parelwit

BL  blau transluzent  
 translucent blue  
 bleu translucide  
 translucent blauw

OR  orange transluzent 
 translucent orange  
 orange translucide  
 translucent oranje

GN  gr$n transluzent  
 translucent green  
 vert translucide   
 translucent groen

NA  weiss transluzent    
 translucent white  
 blanc translucide    
 translucent wit

SW  schwarz | black 
 noir | zwart

GS graphit-schwarz  | graphite
 black | noir graphite 
 gra®et-zwart

PW perlweiss | pearl white 
 gris perle | parelwit

HOLZSCHALEN  wood shells | coquilles en bois | houten kuipstoelen

BU100 Buche ged'mpft  
 steamed beech  
 h#tre omb!  
 gestoomd beuken

BUWE Buche nach Wenge  
 Wenge-stained beech 
 h#tre teint! weng!  
 beuken weng!gekleurd

 | D | Alle Ober¯'chen und Bez$ge nur lieferbar 
entsprechend den jeweils g$ltigen Preislisten.

| E | All colours and surfaces are available only 
in accordance with the respectivley valid price 
lists.

| F | Finitions et coloris livrables exclusivment 
en fonction des tarifs respectifs en vigueur.

| NL | Alle opperplakken en kleuren zijn uit-
sluitend leverbaar op basis van de geldende 
prijslijsten.

NETZGEWEBE  woven mesh | mailles | netweefsel

NSW schwarz | black   
 noir | zwart

NSI silber | silver 
 argent | zilver

CLASSIC  Preisgruppe 1 | Price category 1 | Cat!gorie de prix 1 | Prijscategorie 1

FLEX  Preisgruppe 1 | Price category 1 | Cat!gorie de prix 1 | Prijscategorie 1

SIENA  Preisgruppe 1 | Price category 1 | Cat!gorie de prix 1 | Prijscategorie 1

EXTREME  Preisgruppe 1 | Price category 1 | Cat!gorie de prix 1 | Prijscategorie 1

| D |
Material  100% Polyester Trevira CS 
Gewicht  365 g pro lfd: Meter
Breite  140 cm
Lichtechtheit  6±7 ;max: 8< 
Reibechtheit  4±5 trocken/nass 
Scheuerfestigkeit  60:000 Martindale 
Feuersicherheit  C1, B1, M1, CRIB 5, EN1021/1-2, 
 IMO A 652 ;16<, BS 7176 Medium Hazard

| E |
Material  100% Polyester Trevira CS 
Weight  365 g per lin: metre 
Width  140 cm
Colour fastness  6±7 ;max: 8<
Rubbing fastness  4 ± 5 dry/wet
Abrasion resistance  60,000 Martindale 
Flammability  C1, B1, M1, CRIB 5, EN1021/1-2, 
 IMO A 652 ;16<, BS 7176 Medium Hazard

| F | 
Mat$riau  100% Polyester Trevira CS
Poids 365 g par m+tre courant
Largeur  140 cm
R$sistance % la lumi're  6±7 ;max: 8<
R$sistance au frottement  4±5 sec/humide
R$sistance % lÂabrasion 60,000 Martindale
In¯ammabilit$  C1, B1, M1, CRIB 5, EN1021/1-2, 
 IMO A 652 ;16<, BS 7176 Medium Hazard

| NL |
Materiaal  100% Polyester Trevira CS
Gewicht  365 g per mtr:
Breedte  140 cm
Kleurechtheid  6±7 ;max: 8<
Kleurechtheid bij wrijven  4±5 droog/nat
Slijtvastheid  60:000 Martindale
Brandveiligheid  C1, B1, M1, CRIB 5, EN1021/1-2, 
 IMO A 652 ;16<, BS 7176 Medium Hazard

| D |
Material  100% Polyacryl
Gewicht  560 g pro lfd: Meter
Breite  140 cm
Lichtechtheit  6±7 ;max: 8<
Reibechtheit  4-5 trocken/nass
Scheuerfestigkeit  40:000 Martindale

| E |
Material  100% Polyacryl
Weight  560 g per lin: metre
Width  140 cm
Colour fastness  6±7 ;max: 8<
Rubbing fastness  4-5 dry/wet
Abrasion resistance  40,000 Martindale

| F | 
Mat$riau  100% Polyacryl
Poids  560 g par m+tre courant
Largeur  140 cm
R$sistance % la lumi're  6±7 ;max: 8<
R$sistance au frottement  4-5 sec/humide
R$sistance % lÂabrasion  40,000 Martindale

| NL |
Materiaal  100% Polyacryl
Gewicht  560 g per mtr:
Breedte  140 cm
Kleurechtheid  6±7 ;max: 8<
Kleurechtheid bij wrijven  4-5 droog/nat
Slijtvastheid  40:000 Martindale

| D |
Material  100% Trevira CS
Gewicht  465 g pro lfd: Meter
Breite  140 cm
Lichtechtheit  6-7 ;max: 8<
Reibechtheit  4-5 trocken/nass
Scheuerfestigkeit  100:000 Martindale
Feuersicherheit  EN 1021 T 1=2,
 DIN 4102 BA, BS 7176,
 HF- P- 92- 503M1

| E |
Material  100% Trevira CS
Weight  465 g per lin: metre
Width  140 cm
Colour fastness  6-7 ;max: 8<
Rubbing fastness  4-5 dry/wet
Abrasion resistance  100,000 Martindale
Flammability  EN 1021 T 1=2,
 DIN 4102 BA, BS 7176,
 HF- P- 92- 503M1

| F | 
Mat$riau  100% Trevira CS
Poids  465 g par m+tre courant
Largeur  140 cm
R$sistance % la lumi're  6-7 ;max: 8<
R$sistance au frottement  4-5 sec/humide
R$sistance % lÂabrasion  100,000 Martindale
In¯ammabilit$  EN 1021 T 1=2,
 DIN 4102 BA, BS 7176,
 HF- P- 92- 503M1

| NL |
Materiaal  100% Trevira CS
Gewicht  465 g per mtr:
Breedte  140 cm
Kleurechtheid  6-7 ;max: 8<
Kleurechtheid bij wrijven  4-5 droog/nat
Slijtvastheid  100:000 Martindale
Brandveiligheid  EN 1021 T 1=2,
 DIN 4102 BA, BS 7176,
 HF- P- 92- 503M1

| D |
Material  100% Polyester
Gewicht  680 g pro lfd: Meter
Breite  150 cm
Lichtechtheit  5 ;max: 8<
Reibechtheit  4±5 trocken/nass
Scheuerfestigkeit  80:000 Martindale
Feuersicherheit  EN 1021 T 1=2

| E |
Material  100% Polyester
Weight  680 g per lin: metre
Width  150 cm
Colour fastness  5 ;max: 8<
Rubbing fastness  4± 5 dry/wet
Abrasion resistance  80,000 Martindale
Flammability  EN 1021 T 1=2

| F | 
Mat$riau  100% Polyester
Poids  680 g par m+tre courant
Largeur  150 cm
R$sistance % la lumi're  5 ;max: 8<
R$sistance au frottement  4±5 sec/humide
R$sistance % lÂabrasion  80,000 Martindale
In¯ammabilit$  EN 1021 T 1=2

| NL |
Materiaal  100% Polyester
Gewicht  680 g per mtr:
Breedte  150 cm
Kleurechtheid  5 ;max: 8<
Kleurechtheid bij wrijven  4±5 droog/nat
Slijtvastheid  80:000 Martindale
Brandveiligheid  EN 1021 T 1=2
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DIGITAL  Preisgruppe 2 | Price category 2 | Cat!gorie de prix 2 | Prijscategorie 2

| D |
Material  100% Trevira CS
Gewicht  460 g pro lfd: Meter
Breite  140 cm
Lichtechtheit  >6 ;max: 8<
Reibechtheit  4-5 trocken/nass
Scheuerfestigkeit  50:000 Martindale
Feuersicherheit  EN 1021 T 1=2,
 BS 5852P2 crib 5,
 FAR 25 853;b<
| E |
Material  100% Trevira CS
Weight  460 g per lin: metre
Width  140 cm
Colour fastness  >6 ;max: 8<
Rubbing fastness  4±5 dry/wet
Abrasion resistance  50,000 Martindale
Flammability  EN 1021 T 1=2,
 BS 5852P2 crib 5,
 FAR 25 853;b<

| F | 
Mat$riau  100% Trevira CS
Poids  460 g par m+tre courant
Largeur  140 cm
R$sistance % la lumi're  >6 ;max: 8<
R$sistance au frottement  4±5 sec/humide
R$sistance % lÂabrasion  50,000 Martindale
In¯ammabilit$  EN 1021 T 1=2,
 BS 5852P2 crib 5,
 FAR 25 853;b<
| NL |
Materiaal  100% Trevira CS
Gewicht  460 g per mtr:
Breedte  140 cm
Kleurechtheid  >6 ;max: 8<
Kleurechtheid bij wrijven  4±5 droog/nat
Slijtvastheid  50:000 Martindale
Brandveiligheid  EN 1021 T 1=2,
 BS 5852P2 crib 5,
 FAR 25 853;b<

| D |
Material  59% Polyester / 41% Polyacryl
Gewicht  530 g pro lfd: Meter
Breite  140 cm
Lichtechtheit  5-7 ;max: 8<
Reibechtheit  4 trocken/nass
Scheuerfestigkeit  30:000 Martindale
Feuersicherheit  EN 1021 T 1

| E |
Material  59% Polyester / 41% Polyacryl
Weight  530 g per lin: metre
Width  140 cm
Colour fastness  5-7 ;max: 8<
Rubbing fastness  4 dry/wet
Abrasion resistance  30,000 Martindale
Flammability  EN 1021 T 1

| F | 
Mat$riau  59% Polyester / 41% Polyacryl
Poids courant  530 g par metre
Largeur  140 cm
Resistance ( la lumiere  5-7 ;max: 8<
Resistance au frottement  4 sec/humide
Resistance % l`abrasion 30,000 Martindale
In¯ammabilit$  EN 1021 T 1

| NL |
Materiaal  59% Polyester / 41% Polyacryl
Gewicht  530 g per mtr:
Breedte  140 cm
Kleurechtheid  5-7 ;max: 8<
Kleurechtheid bij wrijven  4-5 droog/nat 
Slijtvastheid  30:000 Martindale
Brandveiligheid  EN 1021 T 1

DURBAN  Preisgruppe 2 | Price category 2 | Cat!gorie de prix 2 | Prijscategorie 2

FAME  Preisgruppe 2 | Price category 2 | Cat!gorie de prix 2 | Prijscategorie 2 DECOVIN CONTRACT  Preisgruppe 2 | Price category 2 | Cat!gorie de prix 2 | Prijscategorie 2

| D |
Material  95% Kammgarnwolle, 5% Polyamid
Gewicht  630 g pro lfd: Meter
Breite  140 cm
Lichtechtheit  5 ;max: 8<
Reibechtheit  4±5 trocken/nass
Scheuerfestigkeit  200:000 Martindale
Feuersicherheit  EN 1021 P1=2,
 BS 5852 P2 CRIB 5, Calif: Bull 117: Sec E,
 DIN 4102 B2, NFP 92-503 M2,
 ?norm B 3825 B1, ?norm A 3800 P1: Q1

| E |
Material  95% worsted wool, 5% Polyamid
Weight  630 g per lin: metre
Width  140 cm
Colour fastness  5 ;max: 8<
Rubbing fastness  4±5 dry/wet
Abrasion resistance  200,000 Martindale
Flammability  EN 1021 P1=2,
 BS 5852 P2 CRIB 5, Calif: Bull 117: Sec E,
 DIN 4102 B2, NFP 92-503 M2,
 ?norm B 3825 B1, ?norm A 3800 P1: Q1

| F | 
Mat$riau  95% laine vierge peign!e, 5% Polyamid
Poids  630 g par m+tre courant
Largeur  140 cm
R$sistance % la lumi're  5 ;max: 8<
R$sistance au frottement  4±5 sec/humide
R$sistance % lÂabrasion  200,000 Martindale
In¯ammabilit$  EN 1021 P1=2,
 BS 5852 P2 CRIB 5, Calif: Bull 117: Sec E,
 DIN 4102 B2, NFP 92-503 M2,
 ?norm B 3825 B1, ?norm A 3800 P1: Q1

| NL |
Materiaal  95% zuiver scheerwol kamgaren, 5% Polyamid
Gewicht  630 g per mtr:
Breedte  140 cm
Kleurechtheid  5 ;max: 8<
Kleurechtheid bij wrijven  4±5 droog/nat
Slijtvastheid  200:000 Martindale
Brandveiligheid  EN 1021 P1=2,
 BS 5852 P2 CRIB 5, Calif: Bull 117: Sec E,
 DIN 4102 B2, NFP 92-503 M2,
 ?norm B 3825 B1, ?norm A 3800 P1: Q1

GAJA  Preisgruppe 2 | Price category 2 | Cat!gorie de prix 2 | Prijscategorie 2

| D |
Material  100% Kammgarnwolle
Gewicht  530 g pro lfd: Meter
Breite  140 cm
Lichtechtheit  5 ;max: 8<
Reibechtheit  5 trocken/nass
Scheuerfestigkeit  50:000 Martindale
Feuersicherheit  BS 5852, DIN 54342,
 DIN 4102 B2,
 NFP 92503@M2
| E |
Material  100% worsted wool
Weight  530 g per lin: metre
Width  140 cm
Colour fastness  5 ;max: 8<
Rubbing fastness  5 dry/wet
Abrasion resistance  50,000 Martindale
Flammability  BS 5852, DIN 54342,
 DIN 4102 B2,
 NFP 92503@M2

| F | 
Mat$riau  100% laine vierge peign!e
Poids  530 g par m+tre courant
Largeur  140 cm
R$sistance % la lumi're  5 ;max: 8<
R$sistance au frottement  5 sec/humide
R$sistance % lÂabrasion  50,000 Martindale
In¯ammabilit$  BS 5852, DIN 54342,
 DIN 4102 B2,
 NFP 92503@M2
| NL |
Materiaal  100% zuiver scheerwol, kamgaren
Gewicht  530 g per mtr:
Breedte  140 cm
Kleurechtheid  5 ;max: 8<
Kleurechtheid bij wrijven  5 droog/nat
Slijtvastheid  50:000 Martindale
Brandveiligheid  BS 5852, DIN 54342,
 DIN 4102 B2,
 NFP 92503@M2

LEOPARD  Preisgruppe 2 | Price category 2 | Cat!gorie de prix 2 | Prijscategorie 2

| D |
Material  100% Polyester 
Gewicht  480 g pro lfd: Meter
Breite  145 cm
Lichtechtheit  5 
Reibechtheit  4±5 
Scheuerfestigkeit  100:000 Martindale 

| E |
Material  100% Polyester 
Weight  480 g per lin: metre 
Width  145 cm
Colour fastness  5
Rubbing fastness  4± 5
Abrasion resistance  100,000 Martindale 

| F | 
Mat$riau  100% Polyester
Poids 480 g par m+tre courant
Largeur  145 cm
R$sistance % la lumi're  5
R$sistance au frottement  4±5
R$sistance % lÂabrasion 100,000 Martindale

| NL |
Materiaal  100% Polyester
Gewicht  480 g per mtr:
Breedte  145 cm
Kleurechtheid  5
Kleurechtheid bij wrijven  4±5
Slijtvastheid  100:000 Martindale

| D |
Ober¯(che  89% PVC-Compound
Tr(ger  11 % PE/CO
Ausr)stung  Micro-perforation
Gewicht  825 g/mY
Breite  137 cm
Lichtechtheit  >4
Reibechtheit  5 trocken/nass
Feuersicherheit  EN 1021 T 1 =2, DIN 53438/4102 B2, V:2
 B1/Q1, NFP 503 M2

| E |
Surface  89% PVC-Compound
Support  11 % PE/CO
Treatment  Micro-perforation
Weight  825 g/mY
Width  137 cm
Colour fastness  >4
Rubbing fastness  5 dry/wet
Flammability  EN 1021 T 1 =2, DIN 53438/4102 B2, V:2
 B1/Q1, NFP 503 M2

| F | 
Surface  89% PVC-Compound
Support  11 % PE/CO
Traitement  Micro-perforation
Poids courant  825 g/mY
Largeur  137 cm
Resistance ( la lumiere  >4
Resistance au frottement  5 sec/humide
In¯ammabilit$  EN 1021 T 1 =2, DIN 53438/4102 B2, V:2
 B1/Q1, NFP 503 M2

| NL |
Afwerkingslaag  89% PVC-Compound
Drager  11 % PE/CO
Finish Micro-perforation
Gewicht  825 g/mY
Breedte  137 cm
Kleurechtheid  >4
Kleurechtheid bij wrijven  5 droog/nat 
Brandveiligheid  EN 1021 T 1 =2, DIN 53438/4102 B2, V:2
 B1/Q1, NFP 503 M2
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BRISBANE Preisgruppe 3 | Price category 3 | Cat!gorie de prix 3 | Prijscategorie 3

| D |
Material  100% Wolle
Gewicht  447 g pro lfd: Meter
Breite  140 cm
Lichtechtheit  5 ;max: 8<
Reibechtheit  4 trocken/nass
Scheuerfestigkeit  30:000 Martindale

| E |
Material  100% wool
Weight  447 g per lin: metre
Width  140 cm
Colour  fastness 5 ;max: 8<
Rubbing fastness 4 dry/wet
Abrasion  resistance 30,000 Martindale

| F | 
Mat$riau  100% laine
Poids  447 g par m+tre courant
Largeur  140 cm
R$sistance % la lumi're  5 ;max: 8<
R$sistance au frottement  4 sec/humide
R$sistance % lÂabrasion  30,000 Martindale

| NL |
Materiaal  100% wol
Gewicht  447 g per mtr:
Breedte  140 cm
Kleurechtheid  5 ;max: 8<
Kleurechtheid bij wrijven  4 droog/nat
Slijtvastheid  30:000 Martindale

TORONTO  Preisgruppe 3 | Price category 3 | Cat!gorie de prix 3 | Prijscategorie 3

| D |
Material  64% Wolle/36% Ramie-Jaquardgewebe
Gewicht  365 g pro lfd: Meter
Breite  140 cm
Lichtechtheit  5 ;max: 8<
Reibechtheit  4 trocken/nass
Scheuerfestigkeit  30:000 Martindale 
Feuersicherheit  BS 5852: 1990 Cigarette-Test, 
 Gas-Test mit ¯ammhemmendem Schaum,  
 Crib-5 Test

| E |
Material  64% wool/36% Ramie Tissu Jaquard
Weight  365 g per lin: metre
Width  140 cm
Colour fastness  5 ;max: 8<
Rubbing fastness  4 dry/wet
Abrasion resistance  30,000 Martindale
Flammability  BS 5852: 1990, test cigarette, 
 gas test with ¯ame-retardant foam, 
 Crib-5 test

| F | 
Mat$riau  64% laine/ 36% Ramie Jaquard fabric
Poids  365 g par m+tre courant
Largeur  140 cm
R$sistance % la lumi're  5 ;max: 8<
R$sistance au frottement  4 sec/humide
R$sistance % lÂabrasion  30,000 Martindale
In¯ammabilit$  BS 5852: 1990, test cigarette,
 test gaz avec mousse retardateur 
 de combustion,Crib-5 test

| NL |
Materiaal  64% wol/ 36% Ramie Jaquardweefsel
Gewicht  365 g per mtr:
Breedte  140 cm
Kleurechtheid  5 ;max: 8<
Kleurechtheid bij wrijven  4 droog/nat
Slijtvastheid  30:000 Martindale
Brandveiligheid  BS 5852: 1990 Sigarettentest,
 gastest met vlamvertragend schuim,
 Crib-5 test

SINGAPORE  Preisgruppe 3 | Price category 3 | Cat!gorie de prix 3 | Prijscategorie 3

| D |
Material  52% PA, 42% PES, 6% AC
Gewicht  240 g pro lfd: Meter
Breite  140 cm
Lichtechtheit  5-7 ;max: 8<
Reibechtheit  4±5 trocken/nass
Scheuerfestigkeit  80:000 Martindale

| E |
Material  52% PA, 42% PES, 6% AC
Weight  240 g per lin: metre
Width  140 cm
Colour fastness  5-7 ;max: 8<
Rubbing fastness  4±5 dry/wet
Abrasion resistance  80,000 Martindale

| F | 
Mat$riau  52% PA, 42% PES, 6% AC
Poids  240 g par m+tre courant
Largeur  140 cm
R$sistance % la lumi're  5-7 ;max: 8<
R$sistance au frottement  4±5 sec/humide
R$sistance % lÂabrasion  80,000 Martindale

| NL |
Materiaal  52% PA, 42% PES, 6% AC
Gewicht  240 g per mtr:
Breedte  140 cm
Kleurechtheid  5-7 ;max: 8<
Kleurechtheid bij wrijven  4±5 droog/nat
Slijtvastheid  80:000 Martindale

COMFORT  Preisgruppe 4 | Price category 4 | Cat!gorie de prix 4 | Prijscategorie 4

| D |
Material  88% Polyester, 12% Polyurethan
Gewicht  385 g pro lfd: Meter
Breite  140 cm
Lichtechtheit  5 ;max: 8<
Reibechtheit  4-5 trocken/nass
Scheuerfestigkeit  100:000 Martindale
Feuersicherheit  EN 1021-1, EN 1021 T 1=2, 
 DIN 4102 B1/B2, 
 BS 5852

| E |
Material  88% Polyester, 12% Polyurethane
Weight  385 g per lin: metre
Width  140 cm
Colour fastness  5 ;max: 8<
Rubbing fastness  4-5 dry/wet
Abrasion resistance  100,000 Martindale
Flammability  EN 1021-1, EN 1021 T 1=2,
 DIN 4102 B1/B2, 
 BS 5852

| F | 
Mat$riau  88% Polyester, 12% Polyurethan
Poids  385 g par m+tre courant
Largeur   140 cm
R$sistance % la lumi're  5 ;max: 8<
R$sistance au frottement  4-5 sec/humide
R$sistance % lÂabrasion  100,000 Martindale
In¯ammabilit$  EN 1021-1, EN 1021 T 1=2,
 DIN 4102 B1/B2, 
 BS 5852

| NL |
Materiaal  88% Polyester, 12% Polyurethan
Gewicht  385 g per mtr:
Breedte  140 cm
Kleurechtheid  5 ;max: 8<
Kleurechtheid bij wrijven  4-5 droog/nat
Slijtvastheid  100:000 Martindale
Brandveiligheid  EN 1021-1, EN 1021 T 1=2,
 DIN 4102 B1/B2, 
 BS 5852

| D |
Material  100% Semi-Anilin Leder
Lichtechtheit  5 ;max: 8<
Reibechtheit  4-5 trocken/nass

| E |
Material  100% Semi-aniline leather
Colour fastness  5 ;max: 8<
Rubbing fastness  4-5 dry/wet

| F | 
Mat$riau  100% Cuir semi-aniline
R$sistance % la lumi're  5 ;max: 8<
R$sistance au frottement  4-5 sec/humide

| NL |
Materiaal  100% Semi-anilinleer
Kleurechtheid  5 ;max: 8<
Kleurechtheid bij wrijven  4-5 droog/nat

S*NTIS Preisgruppe Leder | Price category leather | Cat!gorie de prix cuir | Prijscategorie leer

STRICKGEWEBE  Preisgruppe SW | Price category SW | Cat!gorie de prix SW | Prijscategorie SW

| D |
Material  100% Polyester
Gewicht  ca: 700 g/m[
Lichtechtheit  6\ ;max: 8<
Reibechtheit  4\ trocken/nass 
Scheuerfestigkeit  100:000 Martindale

| E |
Material  100% Polyester
Weight  approx: 700 g/m[
Colour fastness  6\ ;max: 8<
Rubbing fastness  4\ dry/wet 
Abrasion resistance  100:000 Martindale

| F | 
Mat$riau  100% Polyester
Poids env: 700 g/m[ courant
R$sistance % la lumi're  6\ ;max: 8<
R$sistance au frottement  4\ sec/humide 
R$sistance % l`abrasion 100:000 Martindale

| NL |
Materiaal  100% Polyester
Gewicht  ca: 700 g/m[
Kleurechtheid  6\ ;max: 8< 
Kleurechtheid bij wrijven  4\ droog/nat
Slijtvastheid  100:000 Martindale
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